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Main Features

■Wide machine bed, with strong rigidity and good shock resistance 

■Sheet metal full protection, good waterproof property, compact structure and easy chip removal 

■The spindle adopts advanced structural design can realize stepless speed adjustment


■Using A/C servo unit for vertical and horizontal drive to make it have high positioning accuracy

■Adopt electronic centralized lubrication pump can make lubrication fully and reliability


■Wide X axis drag board and long travel, be convenient to mount more linear tool posts on it, and wide processing range. 

■Especially suitable for small and non-ferrous metal of high-speed cutting processing. 

■It can be chose to equip with semi-enclosed and manual clamping 

Standard Configuration: 

■Frequency converter：Chinese brand 



■Bearing：HRB



■Type of guideway：Hardened Guideway 



■Lubrication Unit：Chinese Central lubrication 


■Coolant pump：Chinese brand  



■Main motor：Chinese brand 



■Clamping: Pneumatic collet  

■Electric parts：Select French brands for key electric components 



Optional Configuration: 

■Control system：GSK(Optional)
■Motorized spindle：Specially-made high-precision and heavy cutting power




■Servo spindle 




■Sleeve spindle

■Automatic Bar Feeder 

■Live Milling Turret 

Main Specifications 
Item                                         CK30

Headstock center height                        210mm

Max. swing diam. over bed                     Φ300mm

Machine bed width                            252mm

Max. swing diam. over carriage                  Φ160mm

Spindle bore diameter                          37mm

Type of spindle nose                           A2-4

Spindle collet taper                            39°

Collet taper                                  41°

Draw bar diameter                            30mm

Chuck type                                  K11125 (Optional)

Spindle speed                                50-3500r/min 
Max. travel                                  X: 380(D)mm

                                           Z: 300mm

Min setting unit                              X: 0.005mm

                                           Z:0.01mm

Max. rapid movement speed                    X:6m/min

                                           Z: 8m/min 

Model of drive motor                 Servo    X: 110. 4n.m (Standard)

                                           Z: 110. 6n.m (Standard)

Turret Type                                 Gang type tool post (Standard) 

                                           Live Milling tool post (Optional) 
Turret repeatability accuracy                    0.005mm

Turning pitch range                           0.3-8mm 

Spindle motor                                3kw

Main motor speed                            1420r/min 

Machine dimension (LxWxH)                  1560*1070*1570mm

Net Weight (Approx.）                        1000kg 
Machine Packing 

The machine is packed in a plywood case with steel channel to keep it stable. 
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